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In this work, the open-loop nonlinear bifurcation analysis of the high-impact polystyrene process
is carried out and used for optimal design, operation, and control analysis. The process can be
described by a set of seven continuous stirred tank reactors (CSTRs) connected in series. Process
design was carried out using an optimization approach; the nominal optimal operating point is
open-loop unstable and agrees with typical industrial operating conditions. For the seven CSTRs
cascade, as much as 398 steady states were found, but only 11 are considered as industrially
feasible; 9 of them are open-loop unstable. Both input and output multiplicities were found,
and implications on optimal grade transitions and process control are discussed. A simple cascade
control system was used to demonstrate that linear PI controllers add patterns of nonlinear
behavior previously not present in the process.

1. Introduction

Polymer manufacture involves processes that can
exhibit highly nonlinear behavior including phenomena
such as input/output multiplicities, limit cycles, sus-
tained oscillations, hysteresis, chaos, etc.1 Nonlinear
analysis tools are useful to locate the range of design
parameters over which complex operating regimes may
occur.2 They also permit one, for instance, to set up
control schemes able to address issues embedded by
intrinsic nonlinear behavior.3 Since process plants are
now required to be more flexible, a consideration of
nonlinearities is necessary to have confidence in model
predictions concerning plant operation over a wide
range of operating conditions. Commonly, nonlinearities
are perceived as an undesired phenomenon because they
may adversely affect product quality and process control
and lead to unsafe operations.3 It is widely accepted that
processes must be designed and operated not only to
optimize static performance but also to impart the
system with accepted levels of controllability and resil-
iency.4 Thus, nonlinear analysis is potentially helpful
in early design stages. Initial efforts to take into account
nonlinear behavior in an optimization design framework
have been recently reported.5 Even when nonlinearities
are commonly considered harmful to process operation,
there might be cases when optimal static design calls
for operation around highly nonlinear regions. It is a
common rationale that, although feasible operation of
open-loop unstable systems is possible by adequate
feedback control, such a situation is usually undesirable

because of operability and safety reasons and should be
avoided by proper design. Some authors have proposed
design procedures for stable operations in a single
continuous stirred tank reactor (CSTR).6 Kokossis and
Floudas7 formulated an optimization approach with
open-loop stability constraints (i.e., trough the eigen-
values of the mathematical model Jacobian matrix) to
achieve stable optimal solution for the synthesis of
complex reactor networks. Nevertheless, there are
evidences of complex processes in which stable operating
points might not be profitable. Blanco et al.8 developed
an optimal redesign of the Tennessee Eastman Chal-
lenge Process (TECP), which features an open-loop
unstable recycle reactor capable of reaching shutdown
limits in a few hours even for small disturbances. The
purpose of their work was to find an open-loop stable
optimal operating point formulating an eigenvalue
optimization problem. Although a feasible stable steady
state was found, the redesigned optimal conditions
increased process operating costs about 20 times with
respect to the unstable nominal operating point. Ex-
amples such as this one should lead us to question
whether it is time not to overlook nonlinearities and to
take advantage of their intrinsic presence.2

Complicated nonlinear bifurcation behavior has been
reported in several types of single polymerization reac-
tors, this phenomena can be predicted from process
models, demonstrated in laboratory reactors, and ex-
perienced in a wide range of industrial processes.1
Complex kinetic behavior, mass- and heat-transfer
limitations, and the presence of the gel effect are some
identified sources of complex bifurcation behavior in
polymerization reactors.9 Nonlinear behavior of single
continuous stirred tank reactors has been widely stud-
ied. Some pioneer work was developed by Van Heer-
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den10 and Aris and Amundson,11 while the complete
treatment of nonlinearity and bifurcation of a CSTR
with a single reaction was addressed by Uppal et al.12

Advances obtained from these early works motivated
studies in more complex reaction kinetics, such as those
found in polymerization reactors. Ray and Villa1 have
recently reviewed nonlinearity issues commonly embed-
ded in polymerization reaction systems. In the case of
multiunit polymerization processes, they might display
complex nonlinear behavior since its dynamic behavior
depends not only on the characteristics of the individual
units but also on the topology of the flow sheet.13

Owing to both theoretical and numerical complexities
when dealing with sequences of connected reactors, few
works have been reported on the bifurcation behavior
of more than two coupled reactors. Dangelmayr and
Stewart14 analyzed the N-CSTRs cascade as a sequen-
tial bifurcation problem. A systematic work on the mul-
tiplicity and stability problem of two coupled noniso-
thermal CSTRs was developed by Kubicek et al.,15 who
studied the effect of the recirculation ratio on the
stability and concluded that multiplicity of the system
is decreased as the recycle rate increases. Varma16 set
up a conservative upper bound of steady-state solutions
for a sequence of N CSTRs connected in series. He con-
cluded that a large number of steady states may emerge
even for a few-tank sequence and that a small number
of these steady states are stable. Snovoros et al.17

studied the steady-state multiplicity and stability of two
identical coupled CSTRs. They found that up to seven
steady states can arise for a given Damköhler number,
but only three of these are stable, in agreement with
the Varma and Kubicek results. To our best knowledge,
even for simple reactions, no works have been reported
on the complex nonlinear behavior of coupled reactors.

In this work, we perform a full-scale steady-state
nonlinear bifurcation analysis of the reaction train of a
typical high-impact polystyrene (HIPS) process. HIPS
is one of the most important synthetic polymers. It is
normally manufactured by the bulk polymerization of
styrene in the presence of small amounts of polybuta-
diene, which is added to promote better mechanical
properties.18 Polymerization can be thermally or chemi-
cally initiated with monofunctional and bifunctional
initiators. There are several variations of the production
process, but as displayed in Figure 1a, most of them
employ a continuous stirred tank reactor (CSTR) in
series with some kind of tubular reactor(s). Commonly,
a heat exchanger is employed at the end of the reaction
train to convert the remaining monomer. In this work,
the tubular reactors have been approximated by a set
of five series-connected CSTRs, while the heat ex-
changer performance has been approximated by a single
CSTR. Therefore, as shown in Figure 1b, the complete
HIPS polymerization reaction train is composed of a set
of seven series-connected CSTRs featuring no recycling
streams among them. Because of the complexity of the
HIPS reaction train mathematical model, which fea-
tures about 120 ordinary differential equations and a
complex kinetic mechanism, a purely numerical con-
tinuation procedure is employed as a way to character-
ize the HIPS process nonlinear steady-state behavior.

The aim of this work is to provide a comprehensive
nonlinear bifurcation analysis and implications on
process design, operation, and control of the reaction
train of the HIPS process. Although several works on
nonlinear analysis of polymerization reactors are avail-

able, there are only a few works on nonlinear analysis
of process flow sheets.13 There are no published works
on the nonlinear analysis of the HIPS manufacturing
process. In this work, we extend the study conducted
by Verazaluce et al.19 for a single HIPS reactor and
analyze the effect of interactions among process units.
A simple case of the HIPS process is analyzed, therefore
avoiding mathematical modeling complexities. All non-
linear bifurcation diagrams were generated using the
MATCONT software.20

Optimal design of the process units was carried out
to mimic an industrial process performance. Steady-
state stability and implications on optimal economic
design are discussed. Control limitations and potential
closed-loop stabilization are also analyzed. Finally, we
use bifurcation maps for setting up start up, shut down,
and grade transitions alternatives of the process.

2. Mathematical Modeling

In the open literature, there are only a few works on
the modeling of the HIPS process.21,22 In this part, the
mathematical model of the free-radical bulk polymeri-
zation of the system styrene/polybutadiene, using a
monofunctional initiator, is described. In Figure 1a, a
typical industrial process18 for HIPS manufacturing is
shown. The set of polymerization reactions are carried
out in a continuous stirred tank reactor followed by a
tubular reactor and finally by a heat exchanger. No
recycle streams are present in the process. Owing to the
complexity of the mathematical model of the tubular
reactor, as a first rough approximation, the steady-state
behavior of such reactor was approximated by a set of
five CSTRs connected in series, thus giving rise to a
system of seven series-connected CSTRs as shown in
Figure 1b. The steady-state behavior of the reaction
train has been matched against experimental plant
data. The dynamic behavior of the HIPS process during
grade transition has been reported elsewhere;23 the
reaction kinetic mechanism is shown in Table 1. Diffu-

Figure 1. (a) Flowsheet of the HIPS plant and (b) approximation
of the HIPS plant by a set of seven series-conneced CSTRs. The
dashed box stands for the five CSTRs employed for approximating
the steady-state behavior of the R2 tubular reactor.
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sion-controlled effects were considered, and the model
used was that proposed by Hui and Hamielec.24

In this part, the dynamic mathematical model of the
free-radical bulk polymerization of the system styrene/
polybutadiene, using a monofunctional initiator, is
described. The set of polymerization reactions are car-
ried out in a nonisothermal CSTR assuming perfect
mixing, constant physical properties, quasi-steady state,
and the long chain hypothesis. Constant volume in the
reactor has been also assumed. Changes in density of
the monomer-polymer mixture have been neglected. It
is assumed that the system is homogeneous. In practice,
rubber particles form a separate phase, which is usually
small in weight percentage (around 4-6%); therefore,
this assumption is a reasonable approximation. The
kinetic mechanism involves initiation, propagation,
transfer, and termination reactions. Polybutadiene is
added to guarantee desired mechanical properties by
promoting grafting reactions. Network formation reac-
tions are also modeled because they may lead to an
undesirable excess of cross-linking in the rubber par-
ticles. There is some debate about the reactions causing
cross-linking. It is reasonable to assume that the main
reaction responsible for cross-linking occurs between
two just activated polybutadiene radicals. However,
other authors25,26 assume that coupling between two
radicals in the active ends of graft chains is the main
contributor to cross-linking. In this model, both pos-
sibilities are included. These modeling considerations
have been reported to reproduce the performance of an
industrial HIPS continuous stirred tank reactor.19

Thereby, using the above modeling assumptions, we
describe the mathematical model for each CSTR by the
following set of differential equations.

Table 1. HIPS Kinetic Mechanism

Initiation Reactions

thermal 3MS 98
ki0

2RS
1

chemical I 98
f1kd

2R

R + MS 98
ki1

RS
1

R + B0 98
ki2

BR

BR + MS 98
ki3

BRS
1

Propagation Reactions

RS
j + MS 98

kp
RS

j+1

BRS
j + MS 98

kp
BRS

j+1

Definite Termination Reactions

homopolymer RS
j + RS

m 98
kt

Pj+m

grafting RS
j + BR 98

kt
BP

j

RS
j + BRS

m 98
kt

BP
j+m

cross-linking BR + BR 98
kt

BEB

BRS
j + BR 98

kt
BPB

j

BRS
j + BRS

m 98
kt

BPB
j+m

Transfer Reactions

monomer RS
j + MS 98

kfs
Pj + RS

1

BRS
j + MS 98

kfs
BP

j + RS
1

grafting sites RS
j + B0 98

kfb
Pj + BR

BRS
j + B0 98

kfb
BP

j + BR
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)
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)
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)
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V
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0
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V
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dµb
0
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) Ki3Cbr
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1
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V
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1 (10)

dλp
0
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2
(µr

0)2 + (KfsCm + KfbCb)µr
0) - F

V
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0 (11)

dλp
1

dt
) (Ktµr

1µr
0 + (KfsCm + KfbCb)µr

1) - F
V

λp
1 (12)

dλbp

0
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) (Ktµr
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1

dt
) (Ktµb
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1µb
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dT
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)
F(T0 - T)

V
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∆HKpCm(µr
0 + µb

0)
FsCps
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here

The number average chain length is given by

where C stands for concentration, T is the reactor
temperature, the subscripts i, m, b, and r stand for
initiator, monomer, butadiene, and radical, respectively,
and the subscripts o and j mean feed stream and jacket-
related variables, respectively. µ0 is the zeroth moment
of the death species, F is the feed stream volumetric
flow rate, V is the volume, f* is the initiator efficiency,
∆H is the reaction heat, F is the density, and Cp is the
heat capacity. K stands for the kinetic rate constants
and its subindexes d, p, i0, i1, i2, i3, kt, kfs, kfb represent
the rate constants of the different polymerization steps.
Finally, Mw stands for the styrene molecular weight.
The details of the kinetic mechanism, rate constants,
and design parameters are contained in ref 19.

3. Optimal Process Design

Optimal design of the seven series-connected CSTRs
cascade was sought in such a way that actual industrial
monomer conversion ranges were matched. In a typical
industrial process,23 a feed stream consisting of styrene
monomer, polybutadiene, and initiator is fed to the
reactor train (see Figure 1a). The first reactor (R1) is
operated at around 120-130 °C and a conversion of 20-
30% is achieved there. The product stream is sent to a
second reactor (R2) which, in the particular process
analyzed here, is an isobaric tubular reactor operating
at around 160-170 °C where a 60% global conversion
is normally achieved. Next, the product stream from R2
is fed to a heat exchanger operating at around 200 °C
where the polymerization reaches around 70% global
conversion. As it was mentioned before, the complete
HIPS reaction train was approximated by a set of seven
series-connected nonisothermal CSTRs as shown in
Figure 1b. In this figure, the dashed box represents the
five CSTRs employed to approximate the tubular reactor
behavior. Our industrial experience with the HIPS
process suggests that five CTRS suffices to approximate
the tubular reactor steady-state behavior;23 such num-
ber of reactors was determined by inserting the right
number of CSTRs until plant data was approximately
matched.

The optimization problem decision variables consid-
ered are typical reactor design parameters such as
volume, jacket dimension, heat transfer area, and
cooling water flow rate, which lead to a suitable conver-

sion profile such as the one described above. Therefore,
for each reactor, the design of each CSTR was cast in
terms of the following NLP.

where i stands for the reactor number in the cascade,
u is the set of design parameters [V, Vj, A, Qcw] for every
reactor i, and x are the system states. θ (h) is the
residence time, and θu ) [1.5, 0.1, 0.1, 0.1, 0.1, 0.1, 1.2]
is the residence time (h) upper bound. Xi

d ) [0.15, 0.35,
0.5, 0.60, 0.7, 0.7, 0.75] is the desired global conversion
reached in each reactor, and Xi is the actual optimum
global fraction conversion in the same reactor. Global
here means that the monomer conversion is calculated
from the feed stream to the sequence up to the ith
reactor outlet.

Optimal design information is presented in Table 2,
while nominal steady-state conditions for the process
are presented in Table 3. The optimization problem was
solved using the mathematical modeling software AM-
PL27 and IPOPT28 for solving the NLP problem. Under
the optimization framework proposed, it was found that
conversion levels in the tubular reactor (reactors 2-6)
were extremely sensitive to small variations in the
operating temperature. This phenomenon is influenced
by the gel effect onset. Under this situation, the viscosity
of the polymeric mixture tends to rise sharply, therefore
leading to a decrease in mass diffusion. Because of this,
the released heat of reaction cannot be efficiently
removed, giving rise to large temperature increases. In
fact, the onset of the gel effect has been recognized as a
major nonlinearity source in polymerization systems. It
was found that employing reactor intercooling might
permit one to overcome thermal runaway conditions,
making it feasible to operate the process around the
industrial desired monomer conversion range. Analyz-
ing the conversion profile for the process, see Figure 5,

R1 ) 2Ki0
Cm

3 + Ki1
RCm + Kfsµb

0 (19)

R2 ) -(KpCm + Kt(µr
0 + µb

0 + Cbr
) + KfbCb) (20)

R3 ) KpCm (21)

B1 ) Ki3
Cbr

Cm (22)

B2 ) -(KpCm + Kt(µr
0 + µb

0 + Cbr
) + KfsCm + KfbCb)

(23)

B3 ) KpCm (24)

Mn ) Mw(λp
1 + µr

1

λp
0 + µr

0) (25)

Table 2. Optimal Values of the Decision Variables

reactor vol (L)
jacket
vol (L) Qcw (L/s)

heat-transfer
area (m2)

1 6000 1200 0.1311 11.718
2 900 180 1.0 1.7578
3 1000 200 1.0 1.9531
4 650 130 1.0 1.2695
5 1000 200 1.0 1.9531
6 1000 200 1.0 1.9531
7 5000 1000 1.0 9.5676

Table 3. Nominal Steady State of the HIPS Reaction
Train

reactor Cm (mol/L) Tr (K) Tj (K) To (K)

1 7.318 377.460 347.304 333.000
2 5.388 454.356 299.387 377.460
3 3.860 464.848 300.353 408.920
4 3.578 445.925 297.720 441.605
5 3.375 434.152 299.212 437.006
6 3.240 428.635 299.006 434.132
7 3.158 394.283 310.231 428.635

min
x,u
s.t.

(Xi
d - Xi)

2

eq 1 - eq 9 ) 0

0 e θi e θi
u

293 e T i
jacket e 373 K

x, u g 0 ∀{i ∈ 1, ..., 7} (26)
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one can notice that most of the polymer chains are
produced in reactors 1-3 (55%), while in the final
reactors 4-7, only an additional 8% is reached. This was
only possible when intercooling stages were set between
reactors 2 and 3 and 3 and 4 leading to a fixed cooling
capacity of 20 °C. Using this design modification, we
achieved an additional 10% conversion increase. Actu-
ally, some polymerization tubular reactors are designed
to allow reaction mixture intercooling to avoid gel effect
limitation on monomer conversion. Once the desired
conversion level in the tubular reactor is achieved, the
common industrial practice is to send this product
stream into a final heat exchanger aimed to consume
an additional amount of styrene. However, because the
rate of reaction in the heat exchanger tends to be low,
leading to small amounts of released heat, the feed
stream might require extra heating, though in this work
no preheating was employed. Therefore, the final global
conversion obtained is around 65%. This optimal design
will be taken as the base case for later application of
bifurcation analysis.

The optimal nominal operating point is open-loop
unstable. For this particular process, there are no open-
loop stable steady-state design conditions that can yield
the desired conversion levels. Although, the steady-state
optimization approach has been widely used for sys-
tematic design of chemical processes, key parameters
are often constrained to keep the processes away from
operating near or within regimes characterized by
steady-state multiplicity or sustained periodic oscilla-
tions among other nonlinear phenomena. This situation
may prevent design and operation near more profitable
steady-state economic optima.2 Such nonlinear operat-
ing regimes can be a desired alternative from the
economic point of view. Furthermore, with new nonlin-
ear programming strategies being developed to permit
reliable and robust model predictive control (MPC) near
or within complex nonlinear operating regimes,29 the
instability open-loop problem might be an issue not hard
to deal with. For instance, Prasad et al.30 have applied
MPC techniques to a jacketed styrene polymerization
reactor using multirate and state estimation techniques.

4. Steady-State Multiplicity and Stability

Before nonlinearity maps were computed, an effort
was made to get an idea about the number of expected
steady-state solutions. Varma16 set up a conservative
upper bound of steady-state solutions for a cascade of
N CSTRs in which a single A f B exothermic reaction
was carried out under isothermal conditions. He con-
cluded that such a sequence can have up to 2N+1 - 1
steady states of which only N + 1 are stable. This means
that a sequence of seven CSTRs might feature 255
steady-state solutions, but only 8 steady-state solutions
might be stable. Morever, Varma’s results were obtained
for a simple kinetic system. Thereby, for more complex

kinetic systems, the number and stability of steady
states may vary depending on the kinetic mechanism
and physical limitations. According to Varma’s predic-
tion, a large number of steady-state solutions should be
expected for the system of seven series-connected CSTRs.
This was indeed the case. For instance, 216 steady-state
solutions were found at the seventh reactor in the
cascade, but only 11 of these are considered as industri-
ally feasible. Of these, 9 steady states turned out to be
open-loop unstable, and they were located around the
desired operating region, remarking the need to operate
the process around unstable steady states to achieve
attractive conversion levels. For each reactor, the total
number of steady states and their stability character-
istics are shown in Table 4. As shown in this table, only
around 10% of the steady states turned out to be open-
loop stable. As seen, Varma’s upper bound underesti-
mates the number of steady states by 56%. Anyway,
owing to the complex dynamic behavior, one should
probably consider Varma’s result as a conservative
upper bound. All the steady states were found using
standard continuation techniques embedded in MAT-
CONT.20

Another implication of Varma’s results relies on the
proportion of unstable over stable steady-state solutions,
which might lead us to conclude that even in CSTR
sequences with simple kinetics, the possibility of stable
operation is low. As a result, operation around unstable
regions should not be avoided based only on operability
grounds; sometimes open-loop unstable steady states
might be one of the best ways to run a process. In
particular, this is especially true in polymerization
reactors, which display the classic three steady-state
pattern (see Figure 2). Here the intermediate steady
state is always unstable, while the upper and lower
steady states might be either stable or unstable. Opera-
tion at the lower steady state is not profitable owing to
low conversion yields. From an economic point of view,
the upper steady state would be preferred if not for the
presence of the gel effect. Hence, the intermediate
steady state, which features open-loop instability, is
better suited to carry out the polymerization reactions;
yield is not as high, but the onset of the gel effect is
avoided.

One might consider that the approximation of the
tubular reactor by a series of five series-connected
CSTRs could introduce spurious steady states. It is
worth remarking that the steady-state multiplicity
pattern of the five series-connected CSTR approximation
of the tubular reactor is not necessarily in conflict with

Table 4. Process Total Steady-State Solutions

CSTR no. total unstable stable

1 3 1 2
2 7 4 3
3 14 10 4
4 26 21 5
5 49 43 6
6 83 76 7
7 216 208 8
∑ 398 363 35

Figure 2. Classical three-state multiplicity behavior.
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the nonlinear behavior of tubular reactors. There are
some evidences of complex steady-state multiplicity
behavior found in tubular reactors even for simple
kinetic mechanisms.31

To set a clear idea about the explosion in the number
of steady states as reactors are added to the sequence
of CSTRs, let us consider Figure 3, which displays
bifurcation diagrams for all seven series-connected
CSTRs, using the cooling water flow rate of the first
reactor as the continuation parameter. As usual, open-
loop stable steady states are denoted by the continuous
line, while open-loop unstable steady states are denoted
by dashed lines. The symbol “o” stands for nominal
operating conditons. As commonly occurs, under nomi-
nal operating conditions, the first reactor only exhibits
three steady states. According to the aforementioned
discussion, only the intermediate unstable operating
point is feasible, since it operates far from the gel effect
onset. The nonlinearity map starts becoming compli-
cated moving downstream and adding a second reactor.
The second reactor exhibits up to seven steady states.
Of the seven steady states, only three are stable and
four are unstable. The high conversion steady state of
the first reactor only “generates” one steady state in the
second reactor, each one of the medium and low tem-
perature steady states generated up to three solu-
tions. When one moves beyond the third reactor, the
number of steady states increases even more. For
simplicity, only the steady states around the feasible
operating point are shown. The same pattern regarding
the increase of steady-state solutions occurs when the
4-7 CSTRs are added. It should be highlighted that in
all the reactors, the nominal operating point is always
unstable. In interlinked systems,32 the emergence of
additional multiple steady states has been attributed
to the connections among processing equipment, which
might be the situation for processes featuring recycling
or feedback streams, though in our case no recycling
streams are present. Thereby, high nonlinearities are
possibly the only form to explain the explosion in the
number of steady-state operating points. It is worth
noting that the infeasibility regions shown in Figure 3
(reactor 1) are similar to those reported by other
authors.33

5. Process Bifurcation Analysis

Numerical continuation techniques are employed to
trace all the bifurcation diagrams. Due to the number
of CSTRs analyzed and the complex kinetic mechanism
involved, the resulting system of ordinary differential
equations to be solved is precisely 133. Only steady-state
branches of solutions are presented here, since the
problem of finding branches of periodic solutions relies
on the solution of a much higher-dimensional system
of equations.34 The analyzed sequence of cascade reac-
tors presents an extremely large number of steady-state
solutions as discussed before. Therefore, the bifurcation
analysis will be focused in a small space of solutions
around the nominal operating point.

In Figure 4, bifurcation diagrams of the temperature,
global conversion, number-average molecular weight,
and jacket temperature of the process reactor outlet (R7)
using process feed stream temperature as the main con-
tinuation parameter and feed stream volumetric flow
rate as the secondary parameter are shown. The solu-
tion branches represent operating regimes around nomi-
nal operating conditions; there process operation might
be profitable. The system, as expected, exhibits input
and output multiplicities. It can be noticed that all solu-
tion branches are unstable. This implies that the process
can reach shutdown limits in the presence of even small
disturbances of process feed stream in a few hours or
even minutes without proper feedback control. Only
closed-loop operation of the process is possible, and
avoidance of input multiplicities may be achieved by
imposing constraints to the process manipulated vari-
ables.

The existence of output multiplicities has an adverse
effect on feedback control performance. Output multi-
plicities are characterized by ignition/extinction behav-
ior (limit point instabilities) in which the system
becomes open-loop unstable. In R7, this is not the case
since there are no stability changes along the solution
branches. R7 output multiplicities cannot be removed
by manipulating the process feed stream flow rate.
Input multiplicities might lead to a harder control
problem and can complicate optimal design analysis
since the same conversion, molecular weight, and reac-
tor temperature solutions might be achieved for a given
continuation parameter.

In Figure 5, bifurcation diagrams of reactors R1
(initial reactor), R2 and R3 (representing the initial
tubular reactor length), and R7 (heat exchanger) using
process feed stream volumetric flow rate as the main
continuation parameter are presented. The nominal
operating point is denoted by number 1 and number 2
is another hypothetical operating point. At R1, a styrene
conversion of about 15% is achieved under nominal
operating conditions. A higher styrene conversion in the
reactor can be reached by increasing the process feed
stream flow rate. However, in R2, the reactor behavior
is quite different. If the process is moved from point 1
to point 2, a small decrease in the styrene conversion
will occur. In R3, the nominal solution branch B1 is
compacted at around 60% of global conversion. No value
of the feed stream flow rate leads to a higher conversion
region, even though these conversions are close to those
of the gel effect onset. This effect manifests itself in the
reactors downstream the process, as can be observed
in Figure 5 in the plot corresponding to reactor 7. This
behavior should be contrasted against reactor 7 outlet.
Here, similar changes in the monomer flow rate give

Figure 3. Steady-state solutions explosion for the series-con-
nected CSTR cascade.
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rise to a large conversion degree. Globally speaking, this
is a clear manifestation of the intrinsic and highly
nonlinear behavior embedded in the model process. This
is expected since most of the polymer chains are
produced in reactors R1, R2, and R3. In R3, the reactor
has reached a temperature of about 180 °C. A common
practice in polymerization tubular reactors is the partial
cooling of the reaction mixture. So, a part of the reaction
mixture is withdrawn, cooled, and returned to the
tubular reactor. The aim of the intercooling is to control
the temperature within the reactor, avoiding a thermal
runaway and the corresponding loss of control. An
insight of the nonlinear complexity of the process is
evident from Figure 5. Here, the appearance of branch
solutions is clear from one reactor to another. This
phenomenon is interesting since complex nonlinear
regimes can be found without the presence of back-
mixing in the process (i.e., no recirculation streams).
Isola behavior is evident in this bifurcation diagram;
the B1 branch is an example of this behavior. Branch

B2 generates isolas in R4, R5, and R6 and is extended
through R7, and it is denoted by I1. Bifurcation dia-
grams for R4, R5, and R6 have been omitted since their
behavior is not important for discussion purposes.

In Figure 6, bifurcation diagrams for R7 using the
process initiator flow rate are presented. All solution
branches are unstable. Again, output multiplicities are
observed. This means that for a given initiator flow rate,
several conversion levels can be achieved. An interesting
implication of this behavior can be observed from
branches 1 and 2 (at constant initiator flow rate of 1.5
× 10-3 L/s). The high conversion region can be displaced
from about 90% (branch 1) to 70% (branch 2) by
increasing the monomer feed stream concentration from
8.63 mol/L (nominal point O) up to 9.63 mol/L (point
]). This situation steers the process to an increase on
the polymer molecular weight from 1 × 104 to 2 × 105

giving rise to a different polymer grade. The effect of
variations of the initiator flow rate on process final
product is an important issue from the design point of

Figure 4. R7 continuation diagrams using the feed stream temperature and volumetric feed stream flow rate as continuation parameters.

Figure 5. R1, R2, R3, and R7 continuation diagrams using the
volumetric feed stream flow rate as continuation parameter.

Figure 6. R7 continuation diagrams using the initiator flow
rate and monomer feed stream concentration as continuation
parameters.
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view. An optimal process design should minimize initia-
tor consumption, since these reactants are expensive
specialty chemicals. From a control point of view, proper
initiator flow rate selection can provide controllability
and resiliency process characteristics. From Figure 6,
it is evident that a small variation in the initiator flow
rate might impact severely the process behavior. How-
ever, under certain circumstances, this situation may
be an attractive feature if the initiator flow rate is
employed as manipulated variable for process control
purposes.

In Figure 6, the presence of input multiplicities is
evident within a small initiator flow rate region. Input
multiplicities lead to hard control problems because,
under certain conditions, they can be related to inverse
response. The connection between input multiplicity and
inverse response has been proved by Sistu and Be-
quette.35 No process variable manipulation can lead to
a complete input multiplicity avoidance. Once these
kinds of multiplicities are detected, they might be
handled by imposing constraints on the manipulated
variables that display this kind of behavior. By increas-
ing the initiator flow rate to the process, one can remove
input multiplicities and output multiplicities (branch 2)
around the nominal operating zone (branch 1). However,
if initiator flow rate is further increased, output mul-
tiplicities appear again.

In Figure 7, bifurcation diagrams for R7 using mono-
mer feed stream concentration and feed stream tem-
perature as continuation parameters are shown. It
should be noticed that the portion of this figure beyond
9.5 mol/L (styrene concentration at 0 °C) is not achiev-
able. Thereby, from this point of view, the figure portion
beyond 9.5 mol/L lacks physical meaning. For branches
1 and 2, only output multiplicities are exhibited. If
process feed stream temperature is reduced by only 10
K down to 323 K (branch 3), a strange branch appears
displaying input and output multiplicities. This kind of
nonlinear behavior is sometimes found in polymeriza-
tion reactors when polydispersity diagrams are ana-
lyzed. Abedekun et al.9 found this kind of behavior in a
MMA polymerization CSTR when tracing solution
branches for polydispersity as a function of reactor
residence time. Another interesting feature of the input

multiplicities displayed in Figure 7 is the fact that the
input multiplicities appear on all the states.

Complex nonlinear behavior of the process around the
nominal operating point is shown in Figure 8. Under
nominal operating conditions, the process operates
under an isola solution branch (1). Isola emergence and
disappearance might be related to process limitations
that restrict feasible operation of the process under a
proposed set of design and operating conditions. From
branch 1, it is evident that feasible operation of the
process around nominal conditions is restricted to a zone
from 0.5 to 3.5 L/s of feed stream volumetric flow rate.
If a higher initiator flow rate is fed to the process, the
isola branch disappears leading to a wider operating
zone beyond restrictions shown in branch 1. Further-
more, input multiplicities are expected to disappear at
higher initiator flow rates, improving process overall
controllability characteristics. Another important pro-
cess behavior feature is observed in this figure. Process
throughput might be increased considerably if one
moves from nominal operating point to a higher feed
stream volumetric flow rate value (2 L/s). Under this
operating point, a monomer conversion of around 90%
is expected by reducing reactor average residence time.
Reactor volumes might be optimized to yield the same
conversion level under nominal operating conditions and
thus, reduce process overall capital costs. Strong con-
nections between process nonlinearity and optimal
design search are expected, and optimal design search
becomes a complex issue.

Process feasible region limitations might be addition-
ally analyzed in terms of monomer feed stream concen-
tration as shown in Figure 9. Once again it should be
noticed that, as it was stated for Figure 7, the figure
portion beyond 9.7 mol/L has no physical meaning.
Under nominal operating conditions, process operation
is only feasible around a small region of monomer feed
stream concentration. Solution branches 1, 2, and 3 are
restricted to the zone displayed in these bifurcation
diagrams. No feasible operating points are found beyond
those limits. Monomer feed stream concentration domi-
nates process behavior, and no evident changes in
solution branches are expected if initiator feed stream
concentration is altered. From a decrease of monomer
feed stream concentration, higher conversion and mo-
lecular weights levels are expected, but a process

Figure 7. R7 continuation diagrams using the monomer feed
stream concentration and feed stream temperature as continuation
parameters.

Figure 8. R7 continuation diagrams using the volumetric
feed stream flow rate and initiator flow rate as continuation
parameters.
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capacity decrease is expected as well. Nevertheless,
bifurcation diagrams might be useful in early design
stages for initial design scenario screening.

In some polymerization processes, feed stream tem-
perature might be used to control exothermicity among
reaction units and to avoid input-output multiplicities.
This situation is expected to be useful for a single
reactor. For series-connected CSTRs, process behavior
might not be as predictable as in individual units. This
scenario is depicted in Figure 10. Although feed stream
temperature is not expected to be changed under normal
operation, to change product grade or process through-
put, it might be a common operating condition to be
analyzed in process design alternatives evaluation. No
change in feed stream temperature around realistic
bounds will avoid complex nonlinear behavior such as
input-output multiplicities. Although, solution branches
from reactor temperature and product molecular weight
do not vary significantly with changes in feed stream
temperature, a change of about 10 °C alters conversion
solution branches, and thus, this may be a way to
achieve desired grade transitions.

As discussed previously, bifurcation diagrams are
important mapping tools in early design alternatives

screening. A simple application of this situation is
presented in Figure 11. As discussed in section 3, the
common industrial practice in the HIPS process is to
terminate the reaction in a heat exchanger. Since the
gel effect onset is a conversion limitation, feed stream
preheating to the last CSTR will be required to match
final conversion levels as exhibited in common indus-
trial practice. A desired final conversion of 70% is
expected, but under nominal conditions (with no R7 feed
stream preheating), only a 62% of monomer conversion
and a stream temperature of about 125 °C are achieved.
Figure 11 is used to analyze feed stream heating
requirements. An increase of about 50 °C is needed to
achieve the required conversion level. A further increase
in R7 feed stream temperature might lead to higher
conversion levels. This means that final product proper-
ties might be also controlled by adjusting only R7
operating conditions (if no important disturbance in pre-
vious reaction units is present) despite changing overall
process operating conditions, therefore leading to safer
operation and reducing product waste possibility.

6. Grade Transitions

Commonly, polymerization plants are run to manu-
facture different grades of the same kind of polymeric
product, operating the process in a multipurpose plant
environment. It turns out that end use polymer proper-
ties, such as transparency, stiffness, permeability,
impact strength, etc., totally depend on the molecular
weight distribution and monomer conversion. In turn,
those properties are completely determined by the set
of operating conditions. In this section, bifurcation
diagrams are employed to learn how to pursue efficient
grade transition changeover policies.

Let us assume that the so-called A grade corresponds
to nominal operating conditions and that plant operat-
ing conditions ought to be changed for manufacturing
the new desired B grade. As can be noticed from Table
5, the styrene flow rate must be increased by a 50% to
produce the B grade leading to a monomer conversion
rise from 63.4% up to 87%. Figure 12 displays the
bifurcation diagrams between and around the two A and
B grades for the complete set of seven series-connected
CSTR sequence. Globally speaking, the imposed grade
transition change is large, since it implies almost
complete monomer conversion. Bifurcation diagrams
revel the following useful information: (a) For each
grade and in each one of the seven CSTRs, operating
conditions give rise to open-loop unstable systems.
Thereby, manual grade transition will not be feasible.

Figure 9. R7 continuation diagrams using the monomer feed
stream concentration and initiator feed stream concentration as
continuation parameters.

Figure 10. R7 continuation diagrams using the volumetric feed
stream flow rate and feed stream temperature as continuation
parameters.

Figure 11. R7 continuation diagrams using R7 feed stream
temperature as continuation parameter.

Table 5: Grade Design Information

grade conversion T (K) Fm (L/s) Fi (L/s)

A 0.635 395 1.14 15 × 10-4

B 0.83 475 1.62 15 × 10-4
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Moreover, there are not open-loop stable operating
points around the operating regions of both grades.
Therefore, instability issues will not be easily removed.
(b) The largest monomer conversion variation occurs at
the sixth and seventh CSTR, which might be explained
on the grounds of the gel effect onset. In contrast,
monomer conversion is almost constant at the second,
third, and fourth reactors. Actually, monomer conver-
sion tends to decrease at the second reactor, certainly
an unexpected scenario. (c) Although the system of
seven series-connected CSTRs features a huge number
of steady-state solutions, only a small subset of them
are feasible, in the sense that such steady-states “win-
dow” embeds the operating region of the A and B grades.

Another use of the aforementioned bifurcation maps
relates to the computation of the optimal grade transi-
tion tracking policy. In fact, bifurcation maps were
employed by the authors to select for each one of seven
CSTRs process design conditions matching monomer
conversion plant data information. Starting with the
first reactor, design conditions were sought by solving
the nonlinear optimization program discussed in Section
3. Afterward, bifurcation diagrams were obtained to
check parametric sensitivity, onset of oscillatory behav-
ior, and operational problems related to the gel effect.
The procedure was repeated until all seven CSTRs were
designed. Of course, as previously discussed, each time
the number of CSTRs was augmented, the complexity
and number of steady-state solutions also increased dra-
matically, specially for the last reactors of the sequence.
Following this design procedure, optimal operating
conditions for the A grade were determined. Having
obtained the bifurcation diagrams of all seven CSTRs
of the sequence, it was easier to look for operating
conditions for the B grade. Such design grade transition
information was used to compute the optimal grade
transition policy. The details of the dynamic optimiza-
tion features will be presented elsewhere.36 Here, our
aim was just to highlight additional issues related to
the importance of bifurcation studies when dealing
when the process design of highly nonlinear systems.

7. Effect of Feedback Control

Under nominal operating conditions, the steady state
of the HIPS reaction train turns out to be open-loop

unstable. Therefore, feedback control is required to
stabilize the system. Even if the process was open-loop
stable, modeling errors and upsets would demand the
use of closed-loop control. Although advances in the
theory and on-line applications of nonlinear model
predictive techniques exist,29 most chemical processes
are still controlled by PID controllers. Commonly, such
controllers exploit the natural dynamic behavior embed-
ded in the process, therefore leading to advanced control
structures that extend the scope of the traditional
feedback loop. Cascade control is one of most widely
employed advanced control schemes. It relies on the use
of two manipulated variables (as determined by the
master and slave control loops) to regulate the value of
the controlled variable. Successful performance of cas-
cade control requires that the dynamic behavior of the
slave loop ought to be faster than the corresponding one
from the master loop.

There are in the literature some works that address
the impact of pure feedback PID control on the closed-
loop nonlinear behavior,37-39 while Russo and Be-
quette40 have addressed the bifurcation behavior of a
cascade-controlled CSTR. It has been reported39 that
even linear plants controlled with a linear controller,
subject to input saturation constraints, may lead to
complex dynamic behavior. From these studies, it can
be concluded that linear PID control tends to introduce
nonlinear behavior that was not previously present. One
of the worst effects of PID control is the possibility of
loosing global stability because of the introduction of
additional steady states.37 Therefore, in this part of the
work, an analysis of the potential effects of the cascade
control configuration on the closed-loop behavior of the
HIPS polymerization system is carried out. For simplic-
ity, only the first CSTR of the reaction train will be
examined, but similar or more complex nonlinear pat-
ters, will also be present in the rest of the reactors.
Therefore, one the aims of the analysis is to highlight
the fact that hard nonlinearities will tend to increase
in PID closed-loop control systems.

The controlled variable is the reactor temperature.
The slave control loop manipulates the cooling water
flow rate to control the jacket temperature, while the
master control loop sets the set-point of the jacket
temperature. Both the slave and master controllers are
pure gain proportional controllers. Just for discussion
purposes a gain of 30 for the slave controller was
selected. In Figure 13, the closed-loop bifurcation dia-
grams of the cascade control system are displayed. The
bifurcation parameter is the gain of the master loop.
The hollow circle represents a branching point. Under
open-loop conditions, only three steady states were
present at the high, medium, and low temperature
regions. From Figure 13a, it can be noticed that there
is a wide range of master loop gains for which the closed-
loop system remains stable. In fact, the closed-loop
system loses stability only until the branching point
onset. However, in the medium temperature region, no
values of the master loop gains are able to closed-loop
stabilize the system. It should be recalled that this is
the desired operating region. On the other hand, in the
low temperature region, the CSTR can be stabilized
practically with any master loop gain. However, process
operation around this region is infeasible because of the
small reaction yield. One of the striking issues of the
introduction of the cascade control structure is the loss
of global stability properties. From Figure 13b, it can

Figure 12. Whole CSTR train continuation diagrams using the
volumetric feed stream flow rate as continuation parameter.
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be noticed that similar nonlinear patterns can be
observed if the closed-loop behavior of the slave loop is
analyzed. Globally speaking, the analysis shows that
nonlinearities should be taken into account when select-
ing a control configuration and its tuning parameters.
The nonlinear bifurcation analysis might reveal some
ways to enhance closed-loop control.

8. Conclusions

In this work, the bifurcation behavior of a complete
HIPS plant has been addressed. A mathematical model
able to match plant data was used to trace the branches

of both open-loop stable and unstable steady states and
to locate oscillatory behavior. Complex nonlinearities
embedded in the model and the size of the model made
necessary the employment of numerical continuation
techniques augmented with proper equations to detect
singularities. A large number of steady-state solutions
were found. The number of steady-state solutions in-
creased moving downstream. Optimal steady-state de-
sign of the HIPS process, monomer conversion con-
straints, and the onset of the gel effect imposed that
the operation of the process be located around open-loop
unstable regions. Several combinations of potential

Figure 13. R1 continuation diagrams using the master controller gain as continuation parameter.
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manipulated, disturbance, and design variables were
examined. For some of these combinations, patterns of
multiplicity and oscillatory behavior were observed. A
closed-loop cascade controller was used to depict some
of the limitations linear controllers impose on the control
of highly nonlinear systems. To keep things simple, only
the feedback cascade control of the first reactor was
addressed. It was found that the cascade controller
contributed to increased nonlinearity and destroyed
global stability properties.

From the analysis performed, it can be concluded that
the closed-loop control of the polyurethane CSTR will
impose serious demands on feedback controllers. To
achieve satisfactory levels of performance and stability
robustness properties, nonlinear control techniques (i.e.,
MPC) will be required. This is one of the advantages of
carrying out bifurcation studies. The use of advanced
control techniques might be justified on the grounds of
the highly nonlinear patterns that were found. Without
undertaking bifurcation studies, it would not be clear
whether PID control was enough to keep running the
process. It should be stressed that there are few studies
addressing the full bifurcation analysis of complete
chemical processes.

Nomenclature

A ) heat transfer area, m2

B ) grafted polymer, mol/lt
Bo ) polybutadiene unit, mol/lt
BEB ) cross-linked polybutadiene, mol/lt
BP ) grafted polymer, mol/lt
BPB ) cross-linked polymer, mol/lt
BR ) activated polybutadiene unit, mol/lt
BRS ) grafted radical with a styrene end group, mol/lt
Cb ) polybutadiene concentration, mol/L
Cbr ) activated polybutadiene unit, mol/L
Ci ) initiator concentration, mol/L
Cm ) monomer concentration, mol/L
Cr ) radical concentration, mol/L
Cbeb ) cross-linked polybutadiene, mol/L
Cps ) heat capacity, J/(kg K)
F ) feed stream volumetric flow rate, L/s
Fi ) initiator feed stream flow rate, L/s
I ) initiator concentration, mol/lt
Kd ) chemical initiation kinetic constant, L/s
Kfb ) polybutadiene transfer kinetic constant, L/(mol s)
Kfs ) styrene monomer transfer kinetic constant, L/(mol

s)
Ki0 ) thermal initiation kinetic constant, L/(mol s)
Ki1 ) chemical initiation kinetic constant (size 1), L/(mol

s)
Ki2 ) polybutadiene activation chemical initiation kinetic

constant, L/(mol s)
Ki3 ) grafted chemical initiation kinetic constant, L(mol s)
Kp ) propagation kinetic constant, L/(mol s)
Kt ) coupling termination kinetic constant, L/(mol s)
Ms ) monomer concentration, mol/lt
Mn ) molecular weight distribution
P ) homopolymer, mol/lt
T ) reactor temperature, K
R ) radical concentration, mol/lt
U ) global heat-transfer coefficient, J/(s K m2)
V ) volume, L
Xi ) monomer conversion in each reactor

Superscripts

0 ) zeroth moment
1 ) first moment

u ) upper bound
d ) desired condition

Subscripts

b ) grafted polymer
p ) homopolymer
j ) reactor jacket
o ) feed stream condition
i ) reactor number

Greek Symbols

∆Hr ) reaction heat, J/mol
λ ) moment of a dead species
µ ) moment of an active species
F ) density, kg/L
θ ) residence time, s
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